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PROPOSED SILT FENCE)_%E

(TYP.) (SEE DETAIL

ADJACENT AREA

PROPOSED STABILIZED CONSTRUCTION
ENTRANCE (SEE DETAIL)

w //—\SPH/—\LT DRIVE

Nig=s 4.65\

NYSDEC WETLAND BUFFER
SHALL BE STAKED OUT IN THE
FIELD PRIOR TO CONSTRUCTION

TOTAL DISTURBED ACREAGE = +0.99 ACRES

INSTALL AND MAINTAIN STABILIZED CONSTRUCTION ENTRANCE(S) AND CONSTRUCTION STAGING
AREA (SEE DETALL).

CLEAR AND GRUB AS REQUIRED FOR SILT FENCE INSTALLATION.

INSTALL AND MAINTAIN PERIMETER SILT FENCE, COMPLETE CLEARING AND GRUBBING
OPERATIONS AS NECESSARY OR PROVIDE BRUSH HOGGING OF LANDS TO MAINTAIN GROUND
COVER.

STRIP AND STOCKPILE TOPSOIL; TOPSOIL TO BE STRIPPED FROM ALL PROPOSED AREAS AND
STOCKPILED IN DESIGNATED AREA. INSTALL SILT FENCE AROUND PERIMETER OF TOPSOIL PILE
AND SEED WITH TEMPORARY SEEDING MIX. MULCH IS REQUIRED BETWEEN NOVEMBER 15TH
AND APRIL 1ST.

COMMENCE MASS GRADING OPERATIONS, COMPLETE REQUIRED CUTS AND FILLS.
INSTALL MILLINGS AND FILL WITH EROSION CONTROL MEASURES AS NECESSARY TO MINIMIZE
SILT DISTRIBUTION ON EXISTING AND CONSTRUCTED ROADWAYS.

COMPLETE EARTHWORK, INCLUDING FINE GRADING OF SLOPES. SLOPES TO BE REPLACED
WITH 6" OF TOPSOIL, MULCHED AND SEEDED WITHIN 2 DAYS OF COMPLETION. SILT FENCE TO
BE INSTALLED AT TOE OF SLOPE (IF APPLICABLE).

SEED AND MULCH ALL DISTURBED AREAS AS REQUIRED BY GP-0-20-001. SEED WITH A
SEED MIX AS INDICATED IN CONSTRUCTION EROSION CONTROL NOTES, AND MULCH.

MAINTAIN PERIMETER SILT FENCE AND INLET PROTECTION UNTIL THE ADJACENT SOILS HAVE
ACHIEVED 80% STABILIZATION.

SEE CONSTRUCTION EROSION CONTROL NOTES FOR REQUIRED SEED MIXES AND
TEMPORARY/WINTER STABILIZATION METHODOLOGY.

DUST SHALL BE CONTROLLED DURING CONSTRUCTION BY THE CONTRACTOR TO MINIMIZE
EFFECT ON THE ADJACENT PROPERTIES. THE CONTRACTOR SHALL IMPLEMENT DUST CONTROL
MEASURES AS NEEDED AND/OR AS DIRECTED BY THE TOWN ENGINEER OR OWNER.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR KEEPING THE EXISTING ROADWAYS, PAVED

AREAS, AND CHANNELS FREE OF MUD, DIRT, AND DEBRIS. THE CONTRACTOR WILL CLEAN
THESE AREAS AS NECESSARY OR AS REQUIRED BY THE OWNER OR TOWN OF FARMINGTON.
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SEQUENCE OF CONSTRUCTION STEPS: ADA NOTES:

ALL IMPROVEMENTS ARE TO BE MADE PER THE MOST RECENT ADA STANDARDS FOR
ACCESSIBLE DESIGN.

ALL SIDEWALKS ON AN ACCESSIBLE ROUTE SHALL HAVE A MAXIMUM RUNNING SLOPE OF 5%
(1:20) AND A MAXIMUM CROSS-SLOPE OF 2% (1: 48).

ALL LANDINGS ALONG AN ACCESSIBLE ROUTES SHALL HAVE A MAXIMUM SLOPE OF 2%
(1:48) IN ALL DIRECTIONS.

ALL CURB RAMPS SHALL HAVE A MAXIMUM RUNNING SLOPE OF NO GREATER THAN 8%
(1:12).

ALL CURB RAMP SIDE SLOPES SHALL HAVE A MAXIMUM SLOPE OF 10% (1:10).

ANY RUNNING SLOPE GREATER THAN 5% (1:20) IS TO BE CONSIDERED A RAMP AND MUST
COMPLY WITH THE ADA STANDARD REQUIREMENTS FOR RAMPS.

PARKING (SEE DETAIL):

o ALL ACCESSIBLE PARKING SPACES TO BE 9' X 18

¢ ALL ACCESS AISLES TO BE 9’ X 18

+ MAXIMUM SLOPE IN ALL DIRECTIONS TO BE NO GREATER THAN 2% (1:48) FOR BOTH
PARKING STALL AND STRIPED AISLE.

o ONE IN SIX ACCESSIBLE PARKING SPACES SHALL MEET THE VAN ACCESSIBLE
STANDARDS PER THE ADA GUIDELINES

PARKING SIGNAGE: ALL ACCESSIBLE PARKING SPACES AND ACCESS AISLES TO BE PROVIDED
SIGNAGE PER THE MOST RECENT ADA STANDARD REQUIREMENTS. (SEE SIGN DETAIL).

ALL OTHER IMPROVEMENTS TO BE IN CONFORMANCE WITH THE MOST RECENT ADA
STANDARDS FOR DESIGN.
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TOWN OF FARMINGTON

LOCATION MAP

NOT TO SCALE

GRADING NOTES:

EXISTING UNDERGROUND UTILITIES SHOWN HEREIN WERE PLOTTED FROM FIELD LOCATIONS
AND/OR AVAILABLE UTILITY COMPANY RECORD PLANS. EXISTING UTILITES WHETHER
FUNCTIONAL OR ABANDONED WITHIN THE PROJECT AREA MAY NOT BE SHOWN ON THE
DRAWINGS. THE CONTRACTOR SHALL CALL THE UFPO HOTLINE AT 1(800)962-7962 OR 811
FOR STAKE—OUT OF EXISTING UTILITIES.

THE CONTRACTOR SHALL CONTROL DUST ONSITE AS DIRECTED BY THE TOWN OF
FARMINGTON.

THE OWNER AND THE CONTRACTOR SHALL HAVE COMPLETE KNOWLEDGE OF THE CURRENT
BLASTING POLICY FOR THE TOWN OF FARMINGTON, AND THEY WILL CONFORM TO THIS
POLICY AT ALL TIMES.

HIGHWAY DRAINAGE ALONG SHELDON ROAD TO BE MAINTAINED AS DIRECTED BY TOWN OF
FARMINGTON.

FILL MATERIAL PLACED IN THE PAVEMENT AND BUILDING AREA SHALL BE SELECT MATERIAL
AND COMPACTED TO A MINIMUM OF 95% OF THE MAXIMUM DRY DENSITY AS MEASURED BY
THE MODIFIED PROCTOR TEST (ASTM D1557) AND/OR THE RECOMMENDATIONS OF THE

GEOTECHNICAL ENGINEER, THE CONTRACTOR SHALL SUPPLY THE ENGINEER AND THE TOWN
OF FARMINGTON WITH COMPACTION TEST RESULTS PRIOR TO PLACING THE STONE SUBBASE.

CONSTRUCTION EROSION CONTROL NOTES:

7.

8.

10.

TOTAL PROPOSED DISTURBED AREA: +0.9 ACRES

THE CONSTRUCTION ACTIVITIES FOR THIS PROJECT REQUIRE THE PREPARATION OF AN EROSION
AND SEDIMENT CONTROL PLAN ONLY. THE PROJECT PLANS CONSIST OF THE CONCEPT
DISTURBANCE PLAN. THE PLANS FOR THIS PROJECT ARE INTENDED TO CONFORM WITH THE
NYSDEC GENERAL PERMIT GP—0-20-001 AND THE REQUIREMENTS OF LOCAL AND NYSDEC
AUTHORITIES.

THE OWNER'S CONTRACTOR, SUB—CONTRACTOR AND ALL OTHERS ASSOCIATED WITH THE
IMPLEMENTATION OF THE PLAN SHALL BE FAMILIAR WITH THE PLAN AND THE CONDITIONS OF
THE NYSDEC GENERAL PERMIT FOR STORMWATER DISCHARGES FROM CONSTRUCTION ACTIVITIES.

THE OWNER'S CONTRACTOR SHALL BE RESPONSIBLE FOR THE ESTABLISHMENT, MAINTENANCE,
CLEANING, REPAIR AND REPLACEMENT OF EROSION CONTROL MEASURES DURING SITE
CONSTRUCTION.

ALL DISTURBED AREAS TO BE RECLAIMED WITH A MINIMUM OF 6" TOPSOIL.
TEMPORARY SEEDING OF DISTURBED AREAS SHALL BE PROVIDED AS FOLLOWS:

THE SURFACE TWO INCHES OF SOIL SHOULD BE LOOSENED BY DISKING, RAKING, OR
BACK-BLADING WITH A BULLDOZER. IMMEDIATELY FERTILIZE WITH 300 LBS PER ACRE (OR 7
LBS. PER 1000 SQ. FT.) OF 10-10-10 FERTILIZER. IMMEDIATELY SEED WITH THE FOLLOWING
MIX:

ANNUAL RYEGRASS 40 1

PERENNIAL RYEGRASS 40 1
OATS 40 1
WHITE CLOVER (+ INOCULANT) 4 0.1

SEED SHOULD HAVE A GERMINATION RATE OF AT LEAST 85 PERCENT AND MINIMAL INERT

MATERIAL.

DISTURBED AREAS SHALL BE STABILIZED USING PERMANENT LAWN SEEDING MIX UPON
COMPLETION OF GRADING AND CONSTRUCTION:

LBS/ACRE ~ % BY PURITY % GERM
PERENNIAL RYE GRASS 35 85 85
RED FESCUE 35 97 80
KENTUCKY BLUEGRASS 30 85 80

SEEDING RATE: 6.0 LBS PER 1,000 SQ FT.

MULCH: STRAW OR WOOD FIBER MULCH USED WITH HYDROSEEDING METHOD,
AT TWO TONS PER ACRE WITH TACKIFIER

STARTING FERTILIZER: 5-10-10 AT 20 LBS PER 1,000 SQ. FT.

ALL SEEDED AREAS ARE TO BE MONITORED FOR GERMINATION AND EROSION. ERODED AREAS
ARE TO BE BACKFILLED, FINE GRADED AND RE—SEEDED. AREAS THAT FAIL TO GERMINATE A
MINIMUM OF 80% SHALL BE RE—SEEDED.

ANY EXCAVATIONS THAT MUST BE DEWATERED SHALL BE PUMPED INTO AN APPROVED
FILTERING DEVICE BEFORE ENTERING AN ACTIVE DRAINAGE SYSTEM OR DISPERSED TO AN
UNDISTURBED AREA.

THE OWNER SHALL BE RESPONSIBLE FOR REMOVING EXISTING EROSION CONTROL MEASURES

THAT ARE LOCATED WITHIN ESTABLISHED AREAS. MATERIALS ARE TO BE DISPOSED OF
PROPERLY.

APPROVALS

BY:

DATE:

HIGHWAY SUPERINTENDENT
BY:

DATE:
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seal of an engineer or land surveyor is
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and the notation "altered by” followed
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alteration, and a specific description
of the alteration.”
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RIP RAP

R.O.W. WIDTH VARIES

VARIES

R.O.W. LINE

VARIES 1/2"/FT.
I —— —

1" ASPHALT CONCRETE TOP

1.1/2" ASPHALT CONCRETE BINDER
12" STONE BASE (MIN). STONE BASE

MIN. LIMIT OF PROPOSED DRIVEWAY

TO MATCH ROAD CROSS SECTION
TO R.O.W. LINE /
LIMITS OF DRIVEWAY EXCAVATION

TO BE DETERMINED BY HIGHWAY SUPERINTENDENT

EDGE OF PAV'T.
TO BE SAWCUT-
FULL WIDTH

EXIST. PAV'T.

NOTES:

FROM THE EDGE OF PAVEMENT.

TO REMAIN

1. DRIVEWAY(S) OBTAINING ACCESS FROM A TOWN ROAD SHALL BE PAVED A
MINIMUM OF TEN (10) FEET FROM THE EDGE OF THE TRAVEL LANE UNLESS
OTHERWISE INDICATED BY THE TOWN HIGHWAY SUPERINTENDENT.

2. THE APPLICANT SHALL NOTIFY THE HIGHWAY SUPERINTENDENT AT LEAST 48
HOURS PRIOR TO PERFORMING THE WORK TO SCHEDULE A FIELD INSPECTION.

3. A MAXIMUM 3% LEVELING AREA SHOULD BE PROVIDED FOR THE FIRST 30—FEET

TOWN OF aPENDX H-16.0 )
FARMINGTON
1000 County Road #8 SCALE: N.T.S.
Farmington, NY 14425
(315) 986-8100 MRB | group
18'-0

MAX. PAY ITEM UNIT FOR
PAVEMENT REPLACEMENT

A— % OD + 18"

4” MIN. TOPSOIL

ON—SITE MATERIAL

SAW CUT EXISTING PAVEMENT

TACK COAT ON EXISTING
ASPHALT SURFACE GRADE
HFMS 2H NYSDOT MATERIAL
DESIGNATION SECTION 407

/ EXISTING PAVEMENT

MINIMUM ASPHALT REPLACEMENT
FOR DRIVEWAYS & PARKING AREAS:

(UNDER DEDICATED ROADWAYS)
TYPE 4 GRAVEL MAY BE UTILIZED

DETECTABLE 6” TRACER TAPE BURIED
AT MANUF. RECOMMENDED DEPTH
(FOR WATER & SEWER INSTALLATIONS)

10 GAUGE COPPERHEAD TRACER

(FOR WATER & SEWER INSTALLATIONS)

¥ — NYSDOT 703.02 #1 & #2 OR #1 & #1A

Y, CRUSHED STONE (STORM AND SANITARY

© INSTALLATIONS) OR SAND (WATER INSTALLATIONS)
ADDITIONAL STONE/SAND AT A MINIMUM OF 12"
SHALL BE PROVIDED FOR UNSTABLE

o
GRADE -
N 7 5
’/,f/ \\//\ \//>\\//> B \
X MINIMUM _ASPHALT REPLACEMENT:
S 3" NYSDOT TYPE 3 BINDER
T | 14 NYSDOT TYPE 7F TOP
£ 8 (PAVEMENT THICKNESS
© [
2985 oATMENT LT S SHALL MATCH EXISTING)
N ——  FORROCK  ———fKL
209y EXCAVATION \\\//<
582 4 2” BINDER (TYPE 3)
xr OO = » NS
- K ‘ ~ 1" TOP (TYPE 7F)
O==§5 74 XL
0w A 1?\ NYSDOT 304.2.02 TYPE 2
Eaed \\\///1\\ CRUSHER RUN STONE
© 127 (MIN. KK
() % o 0% UNDER PARKING AREAS
X R R
127 (MIN.) \\\///\\\///}
) i~ N
SAFETY COVER LS
” 127 ML
(127 MIN.) / n (7 WIRE FIXED TO TOP OF PIPE
12° MIN. SAND — b 10 R
BEDDING COVER & 4
ABOVE WATER PIPES, AND /3
12” MIN. STONE BEDDING U R
COVER ABOVE STORM AND 6 X
SEWER PIPES./ . X
RO R
PIPE SR T SFEEEY TRENCH CONDITIONS.
OPEN AREA PAVEMENT SECTION
SECTION [ TOWN STREET/HIGHWAY

NOTES:

1. BACKFILL AND BEDDING MATERIALS SHALL BE AS INDICATED ABOVE OR AS

SPECIFIED BY THE WATER SUPERINTENDENT.

TRENCH DETAIL

SYMBOL
| 50°MIN. | EXISTING
> PAVEMENT
W/ 6”MIN. TS
EXISTING >N AER — Z MOUNTABLE BERM
GROUND CLOTH PROFILE (OPTIONAL)
50°MIN. .
‘| [10°MIN.
EXISTING
GROUND %
- 12'MIK| EXISTING
o b -.:| PAVEMENT
V7 R I
PLAN VIEW -

CONSTRUCTION SPECIFICATIONS

1. STONE SIZE — USE 1—4 INCH STONE, OR RECLAIMED OR
EQUIVALENT.

30 FOOT MINIMUM LENGTH WOULD APPLY).
3. THICKNESS — NOT LESS THAN SIX (6) INCHES.

ENTRANCE TO SITE.

6. SURFACE WATER — ALL SURFACE WATER FLOWING OR DIVEl
IMPRACTICAL, A MOUNTABLE BERM WITH 5:1 SLOPES WILL

SEDIMENT SPILLED, DROPPED, WASHED OR TRACKED ONTO
MUST BE REMOVED IMMEDIATELY.

RECYCLED CONCRETE

2. LENGTH — NOT LESS THAN 50 FEET (EXCEPT ON A SINGLE RESIDENCE LOT WHERE A

4. WIDTH — TWELVE (12) FOOT MINIMUM, BUT NOT LESS THAN THE FULL WIDTH AT
POINTS WHERE INGRESS OR EGRESS OCCURS. TWENTY—FOUR (24) FOOT IF SINGLE

5. GEOTEXTILE — WILL BE PLACED OVER THE ENTIRE AREA PRIOR TO PLACING OF STONE.

RTED TOWARD CON-—

STRUCTION ACCESS SHALL BE PIPED BENEATH THE ENTRANCE. IF PIPING IS

BE PERMITTED.

7. MAINTENANCE — THE ENTRANCE SHALL BE MAINTAINED IN A CONDITION WHICH WILL
PREVENT TRACKING OR FLOWING OF SEDIMENT ONTO PUBLIC RIGHTS—OF—WAY, ALL

PUBLIC RIGHTS—OF—WAY

8. WHEN WASHING IS REQUIRED, IT SHALL BE DONE ON A AREA STABILIZED WITH STONE
AND WHICH DRAINS INTO AN APPROVED SEDIMENT TRAPPING DEVICE.

9. PERIODIC INSPECTION AND NEEDED MAINTENANCE SHALL BE PROVIDED AFTER EACH

Drawing Alteration
The following is an excerpt from the
New York State Education Law Article
145 Section 7209 and applies to this
drawing:
“It is a violation of this law for any
person, unless he is acting under the
direction of a licensed professional
engineer or land surveyor to alter any
item in any way. If an item bearing the
seal of an engineer or land surveyor is
altered, the altering engineer or land
surveyor shall affix to the item his seal
and the notation "altered by” followed
by his signature and the date of such
alteration, and a specific description
of the alteration.”

BYJ

9/10/24 | RS
DATE

REVISIONS

REVISED PER PLANNING BOARD COMMENTS

5. SIGN SHALL BE PLACED WITHIN 10° OF THE ROADWAY, SHALL BE VISIBLE FROM EACH DIRECTION OF TRAVEL,
AND THE BOTTOM OF THE SIGN SHALL BE NO LESS THAN 5 ABOVE GRADE.

_ PUBLIC SAFETY SIGN DETAIL

PERSPECTIVE VIEW

36" MIN. FENCE POST —\

WOVEN WIRE FENCE (MIN. 14
1/2 GAUGE W/ MAX. 6” MESH :
SPACING) WITH FILTER CLOTH

FLOW
\

COMPACTED SOIL

RAIN.
ADAPTED FROM DETAILS PROVIDED BY: USDA — NRCS,
NEW YORK STATE DEPARTMENT OF TRANSPORTATION, STABILIZED
NEW YORK STATE DEPARTMENT OF ENVIRONMENTAL CONSERVATION, CONSTRUCTION
NEW YORK STATE SOIL & WATER CONSERVATION COMMITTEE ACCESS
WOVEN WIRE FENCE SYMBOL
(myN. 14 GAUGE
W/ MAX. 6” MESH ==
10° MAX. C. TO C. SPACING)

36" MIN. LENGTH FENCE
POSTS DRIVEN MIN. 16"
INTO GROUND.

HEIGHT OF FILTER
= 16" MIN.

6" MIN.

20"MIN.

UNDISTURBED GROUND
<"

16"MIN.

A MIN. OF 6" IN GROUND. \V/
PR
SECTION VIEW

EMBED FILTER CLOTH J

CONSTRUCTION SPECIFICATIONS

OR STAPLES. POSTS SHALL BE STEEL EITHER "T” OR "U”

6" MAXIMUM MESH OPENING.
3. WHEN TWO SECTIONS OF FILTER CLOTH ADJOIN EACH OTH

"BULGES" DEVELOP IN THE SILT FENCE.

1. WOVEN WIRE FENCE TO BE FASTENED SECURELY TO FENCE POSTS WITH WIRE TIES

TYPE OR HARDWOOD.

2. FILTER CLOTH TO BE TO BE FASTENED SECURELY TO WOVEN WIRE FENCE WITH TIES
SPACED EVERY 24" AT TOP AND MID SECTION. FENCE SHALL BE WOVEN WIRE,

ER THEY SHALL BE OVER-

LAPPED BY SIX INCHES AND FOLDED. FILTER CLOTH SHALL BE EITHER FILTER X,
MIRAFI 100X, STABILINKA T140N, OR APPROVED EQUIVALENT.

4. PREFABRICATED UNITS SHALL BE GEOFAB, ENVIROFENCE, OR APPROVED EQUIVALENT.
5. MAINTENANCE SHALL BE PERFORMED AS NEEDED AND MATERIAL REMOVED WHEN

ADAPTED FROM DETAILS PROVIDED BY: USDA — NRCS,
NEW YORK STATE DEPARTMENT OF TRANSPORTATION,
NEW YORK STATE DEPARTMENT OF ENVIRONMENTAL CONSERVATION,
NEW YORK STATE SOIL & WATER CONSERVATION COMMITTEE

SILT FENCE

COPYRIGHT © 2024
kBME Associates

SLOPE 1/4" PER FT. TO DRAIN

GRADE‘\ |~

14

4" MIN

3" MIN

/COMPACTED STONE DUST

COMPACTED RUN OF BANK GRAVEL (IF REQUIRED)

COMPACTED EXISTING SUBGRADE

8 WIDE STONE DUST TRAIL DETAIL

N.T.S.

_ TYPICAL DRIVEWAY APRON DETAIL ) PARKING LOT DOUBLE STRIPE ) \_ /)
60'-0" n
: 4" WIDE WHITE 2" INTERMEDIATE STRUCTURAL
4 TOWN OF APPENDIX: G - 9.0 N PAINTED LINE smem\ g-0" | Woo' | 180" ASPHALT COURSE
FARMINGTO N PATE 2024 B | I_—Tm ASPHALT SIDEWALK 1" ASPHALT TOP COURSE
ACCESSIBLE PARKING |~ q\?;@ o 4' WDE WHITE PAINTED LINE SLOPE 1 /4" PER FT.
Farmington, NY 14425 STANDARDS /) o PARKING LOT DETAIL STRIPE Racccccced —
(315) 986-8100 MRB | group N0 PARKING. ANYTHE —— — S E— DETAIL) " 4"—§1 CRUSHER RUN
SIGN PER NY BUILDING % N e ~— 4" WIDE WHITE PAINTED LINE 5-0" - 8-0"
9" CODE SECTIONS'ES:E:)&) e =1 TO DELINEATE MEDIAN 6'-0" — 9'=0"
[
& CURB —— =t———1 | MEDIAN (OPTIONAL)
/ \ NOTE:— PAINT MATERIALS TO
CONFORM TO NYSDOT
SPECIFICATION 708.01
\_/ - MEDIANS DESGNATED TO ASPHALT SIDEWALK DETAIL (ALTERNATE)
3 BE CROSS HATCHED ARE
NOTED ON THE SITE PLAN. N.T.S.
CROSS HATCHING TO BE
4 WID'E PAINTED STIPES
HAIRPIN STRIPING DETAIL AT 007 NGLE
N.T.S.
O 1 N
12" ASPHALT MILLINGS TO BE COMPACTED IN LIFTS RESERVED NO
% PARKING PARKING
. ‘ BT U A Mo AN s N @ TIME
e T e T T e e R VAN \& )& 2
PESSS ST <= S oSS S Oo%?oo \\ijooc%:> o 8838
=S R = < |ACCESSIBLE]
SUBGRADE
PR ) TYPICAL ASPHALT MILLING SECTION NOTES: , . )
R 3/4” 1. SIGN TO BE MOUNTED TO A 2" DIA. STEEL PIPE SET IN 3'6” DEEP BY 10" DIA.
NOTES. N.T.S. CONCRETE 3000 PSI. BASE, SET BELOW GRADE.
' 2. SIGN TO BE MOUNTED 6.0° FROM FINISHED GRADE TO BOTTOM OF SIGN.
1. ALL SIGNS TO BE DOUBLE SIDED AND SHALL DISPLAY THE STREET NUMBER OF THE SITE/BUILDING ADDRESS. 3. ONE (1) OUT OF EVERY SIX (6) ACCESSIBLE SPACES SHALL BE VAN ACCESSIBLE.
2. SIGNS SHALL BE ALUMINUM WITH 3M DIAMOND GRADE REFLECTIVE SHEETING.
3. SIGNS SHALL HAVE A GREEN BACKGROUND WITH WHITE TEXT. MATCH ACCESSIBLE PARKING SIGNS DETA".
4. MINIMUM TEXT STROKE WIDTH SHALL BE 1/2” EXISTING 8’ WIDE N.T.S.
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